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Article No. Description Illustration Features Weight

 202 029 601 02 LED Eco-Tape  5m    150 LED  10W  ww

  

 • colour appearance ww (warm white) approx. 
3000K or nw (neutral white) approx.  4000K

 • with supply cable (available from May)
 • without silicone compound

 80 g

 202 029 601 03 LED Eco-Tape  5m    150 LED  10W  nw 80 g 

 202 029 602 02 LED Eco-Tape  5m    150 LED  20W  ww 80 g 

 202 029 602 03 LED Eco-Tape  5m    150 LED  20W  nw 80 g 

 202 029 611 02 LED Eco-Tape  5m    300 LED  20W  ww 80 g

 202 029 611 03 LED Eco-Tape  5m    300 LED  20W  nw  80 g

 202 029 612 02 LED Eco-Tape  5m    300 LED  40W  ww  80 g

 202 029 612 03 LED Eco-Tape  5m    300 LED  40W  nw 80 g

 202 029 621 02 LED Eco-Tape  5m    600 LED  40W  ww  80 g

 202 029 621 03 LED Eco-Tape  5m    600 LED  40W  nw  80 g

 202 029 631 02 LED Eco-Tape  5m  1200 LED  80W  ww  • without silicone compound
 • incl. supply cable  2,5m (21528112501)
 • connecting clip and cable with clip up to 
3m max.

 120 g

 202 029 631 03 LED Eco-Tape  5m  1200 LED  80W  nw 120 g 

Accessories  Connecting cables page 38 / profi les page 58 / LED transformers 24V from page 154 / dim controller page 160

Connection:  LED transformer DC 24 V

Life:  L70/B10  50.000 hours

Energy efficiency:  LED 140 lm/W luminaire: 234 / 468 / 936 / 
 1870 lm/m (117 lm/W); this luminaire contains
 built-in, irreplaceable LED lamps of the energy
 efficiency class A to A++ 

Colour rendering:  Ra/CRI > 80

Special features:  max. 10 / 10 / 6 / 5 m (version 10 / 20 / 40 / 80 W)  on one supply cable, 
quick and easy installation due to double-sided adhesive tape; tapes can be 
shortened at  200 / 100 / 50 / 25 mm (version 150 / 300 / 600 / 1200 LED)
intervals according to the marks; afterwards the tapes can be reconnected 
without soldering  (1200 80W up to 3 max.) with the connecting clips or 
cables

LED Eco-Tape
Self-adhesive fl exible LED strips

New     

 LED Eco-Tape

 
120°

 2W/m 4W/m 8W/m 16W/m

0,5m Ø 650 460 lx 904 lx 1672 lx 3228 lx

1,0m Ø 1300 115 lx 226 lx 418 lx 807 lx

1,5m Ø 1950 51 lx 100 lx 186 lx 359 lx

2,0m Ø 2600 29 lx 57 lx 105 lx 202 lx

2,5m Ø 3250 18 lx 36 lx 67 lx 129 lx
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